
BT Voyager 2100 – example of how to enter settings for LLU-2 ADSL2+ broadband connection: 

Log into router configuration interface 

 Start Internet Explorer and type the router’s IP address into the address bar, then press the Enter key; the 

router’s IP address is usually 192.168.1.1 but other common addresses are: 192.168.0.1 and also 10.0.0.2 

 

 
 

STEP 1: Click Advanced., then click Internet (under the heading Configuration). Click the Add button. 

 

 

STEP 2: Change the VCI to 101 and click Next 

 

Internet address bar 

When you are prompted to enter a username and 

password, enter the appropriate login details. 

The username is always admin 

The standard password is also admin, but if that is not 

accepted you might try: password or oovaavoo or the 

telephone number of this broadband line (example: 

01215123456). The password is case-sensitive. 

 



 

STEP 3: Select Bridging. Ensure that the encapsulation is LLC. Click Next. 

 

 

STEP 4: Select Use the following IP address. Enter your assigned IP address details: 

   WAN IP Address: [enter your assigned IP here] 

   WAN Subnet Mask: [enter your assigned subnet mask here] 

   Default Gateway: [enter your assigned gateway IP here] 

   Primary DNS server: [enter your assigned DNS IP here] 

Click Next 

 

On the summary page click Apply 



 

STEP 5: Click Finish and wait for router to restart (around 2 minutes) 

  

STEP 5: Once the router has rebooted go to System > Remote Access 

 

 

That’s it! Go to Status > Broadband Line to verify connection speed.  

Please raise a Support ticket if you require assistance; we can change profiles, run line tests, and set rDNS the same day. 

Change the drop-down to end in 101 

instead of 38 

Select Web Browser, and then click 

Apply 


