
Draytek 2820n – example of how to enter settings for LLU-2 ADSL2+ & Annex-M broadband connection: 

** Note: you should always upgrade to the latest firmware, available from the manufacturer’s website ** 

Log into router configuration interface 

 Start Internet Explorer and type the router’s IP address into the address bar, then press the Enter key; the 

router’s IP address is usually 192.168.1.1 but other common addresses are: 192.168.0.1 and also 10.0.0.2 

 

 
 

STEP 1: Click WAN > General Setup. Verify WAN1 is enabled and “Always on”, with WAN2 disabled, and then click OK. 

 

  

Internet address bar 

When you are prompted to enter a username and 

password, enter the appropriate login details. 

The username is always admin 

The default password empty (blank), but if that is not 

accepted you might try: admin or password. The 

password is case-sensitive. 

 



STEP 2: Click Internet Access > WAN 1. On the “PPPoA” tab select “Disable”. Click tab “RFC1483”. Enter settings as 

follows: 

Enable: [select this option] 

Multi-PVC channel: Channel 2 

VPI: 0 

VCI: 101 

Encapsulation: 1483 Bridged IP LLC 

Modulation: Multimode 

     (Note: if you the line profiled as “Annex-M” then you may need 

       to choose “ADSL 2+ Annex M” here due to Draytek firmware bug!) 

IP configuration: [Enter your assigned details] 

  

 

 

 

  

WAN IP Network Settings: Select Specify an 

IP address 

IP Address: [enter your assigned IP here] 

Subnet Mask: [enter your subnet mask] 

Gateway IP Address: [enter your gateway IP] 

Domain Server IP Address:  

Primary DNS: [enter your assigned DNS IP] 



STEP 3: Click System Maintenance > Management. Enter the details as pictured below and click OK. 

 

 

 

That’s it! Go to Online Status to verify connection speed.  

Please raise a Support ticket if you require assistance; we can change profiles, run line tests, and set rDNS. 


